


To find your part number please refer to the table below.

In order to specify your colour, add =S for Silver and =W for White after the part number i.e. SPM-2i-W = White.

Helm Pod Deck Pod
8'Pod  12'Pod 5" Pod A 4 8'Pod  12'Pod | I5"Pod B - -
Instruments  Instruments Instruments
Display Page3  Page3  Page3 Page 3 Page 3 Page6 Page6 | Page6 Page5 | Page5 | Page5s
H3000 GDP / H3000 GFD X X X SPH-2i SPH-4i X X X SPM-2i | SPM4i
H3000 Analogue X X X X X X X X SPM2i  [USPMHAI
10/ 10 X X X SPH-4i SPH-4i X X X SPM2i  [SPMHAI
20/20 X X X X X X X X X [ ]
1724C / 1734C | GD-1720C SPH-8D X X X X SPD-8D X X X e X
MFD8 SPH-8D X X X X SPD-8D* X X X ] X
1824C/-BB / 1934C/-BB / 1944C/-BB X SPH-12D X X X X SPD-12D X X ] X
GD-1920C X SPH-12D X X X X SPD-12D X X ] X
MFDI2 X SPH-12D X X X X SPD-12D* X X e X
MU-120C X SPH-12D X X X X SPD-12D X X x X
MU-155C X X SPH-15D X X X X SPD-15D X X X
FI-50 STD Instruments X X X SPH-2i SPH-4i X X X SPM-2i  [SPMHI X
FI-50 Multi x 2. X X X X X X X X X X SPMMAX
3008 / 4008 / 5008 SPH-8D X X X X SPD-8D X X X [ ] X
B 3010/4010 X SPH-12D X X X X SPD-12D X X ] X
=l 3012/4012/5012 X SPH-12D X X X X SPD-12D X X ] X
el 5015 X X SPH-15D X X X X SPD-15D X X X
GMI 10 X X X SPH-2i SPH-4i X X X SPM-2i [ SPMAI X
Il Cnet X SPH-125 X X X X SPD-125 X X e X e
GI2 X SPH-12D X X X X SPD-12D X X e X s
15 Sunshine X X SPH-15D X X X X SPD-15D X X X x
GSCI 10 X X X SPH-2i SPH-4i X X X SPM2i [ SPM4I X I
AP0 X X X SPH-2i SPH-4i X X X SPM-2i  [USPMHI X I
SP401 / AP8OI X X X SPH-2i SPH-4i X X X X x X X
HDS-5 / HDS-5m / HDS-5x SPH-8S X X X X SPD-8S X X X e X
HDS-7 / HDS-7m SPH-85 X X X X SPD-8S X X X s X
HDS-8 SPH-8S X X X X SPD-85* X X X x X
HDS-8m SPH-8S X X X X SPD-8S X X X X X
HDS-10 / HDS-10m X SPH-125 X X X X SPD-125 X X x X
MO8 / MI0 SPH-85 X X X X SPD-8S X X X - X
MI2 X SPH-125 X X X X SPD-125 X X - X
NX, NX2 Digital, NX2 Analogue X X X SPH-2i SPH-4i X X X SPM2i [ SPM4l X ]
NX2, Multi XL X X X X X X X X X ] X | SPM-MAX-C
NXR Mutti X X X X X X X X X e X | SPM-MAX-C
Explorer 660 SPH-85 X X X X SPD-8S X X X [ X
Explorer 6" 657 / 467 SPH-85 X X X X SPD-8S X X X ] X
Explorer 6" 650 / 657 / 550 / 557 / 457 SPH-8S X X X X SPD-8S X X X s X
Explorer 310 Instruments X X X SPH-2i SPH-4i X X X SPM-2i | SPM4i X
Explorer AP380 SPH-8S X X X X SPD-8S X X SPM2i [ SPM4L X
8000i — 15" X X SPH-15D X X X X SPD-15D X X X
8000i — 12" X SPH-125 X X X X SPD-125 X X ] X
6100i— 64"/ 84" SPH-8D X X X X SPD-8S X X X ] X
6100i — 104"/ 12.1" X SPH-12S X X X X SPD-125 X X x X
6100i - 15.1" X X SPH-15D X X X X SPD-15D X ex X
M2l X SPH-125 X X X X SPD-125 X X X X
M84 SPH-85 X X X X SPD-8S X X X [ ] X
C Series — C70 / C80 SPH-8D X X X X SPD-8D* X X X [ ] X
C Series—C120 X SPH-12D X X X X SPD-12D* X X ] X
C Series — CIOW / E Series — E9OW SPH-8D X X X X SPD-8D* X X X X X
C Series — C120W / E Series — EI20W X SPH-12D X X X X SPD-12D* X X e X
C Series — C140W / E Series — EI40W X X SPH-15D X X X X SPD-15D* X X X
G Series — G120 X X SPH-15D X X X X SPD-15D X ] X
G Series— G150 X X X X X X X SPD-15D X ] X
E Series — E80 SPH-8D X X X X SPD-8D X X X ] X
E Series — E120 X SPH-12D X X X X SPD-12D X X x X
ST70 X X X SPH-2i SPH-4i X X X SPM-2i | SPM4i X ]
ST290 Graphic X X X X X X X X X [ X SPM-MAX 2
ST290 Analogue X X X SPH-2i SPH-4i X X X SPM-2i  [USPMHI X 2
ST70+ X X X X X X X [ X SPM-MAX o
ST60+ X X X SPH-2i SPH-4i X X X SPM-2i | SPM4i X 3
ST40 X X X SPH-2i SPH-4i X X X SPM-2i | SPM4i X 3
AS0/50d / AS7d / A5 / A60 | A70/70d SPH-85 X X X X SPD-8S X X X X X a
1520 X X X SPH-2i SPH-4i X X X SPM-2i | SPM4i X 3
GBA40 10" Monitor SPH-85 X X X X SPD-8S X X X ] X g
GB40 15" Monitor X X SPH-15D X X X X SPD-15D X e X N
NSE-8 SPH-8D X X X X SPD-8D* X X X ey X 3
NSE-12 X SPH-12D X X X X SPD-12D X X X X g
NX40 SPH-85 X X X X SPD-85* X X X ] X -
NX45 X SPH-125 X X X X SPD-125* X X ] X g
AP50 / AP24 / AP28 / Al50 X X X SPH-2i SPH-4i X X X SPM2i [ SPM4I X N
@
Maxi Display T200 Series X X X X X X X X X - ™M = %
= a f . =
Maxi Display T100 Series X X X SPH-2i SPH-4i X X X SPM-2i _ X g
X where you see this symbol please contact Scanstrut for advice. * = Pod can be overhead mounted. When ordering, please remember to specify colour. Add § for Silver or W for White to the end of the part number.

Please note some Scanpod models also allow installation of a combination of displays & instruments. Please contact Scanstrut for further information or refer to the technical information in the brochure.

Scanstrut products are available worldwide, for full details contact our offices or go to: www.scanstrut.com
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