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Mast Mount Overview

65/2.6 395/15.6 263/10.4 112/4.4SC20

Mast Mount Replacement Foot Pack

For Mast Mount:  SC12
   SC18
   SC20
   SC21
   M92722  
   M92698 

Pack Contents:
  4 x Foot
  4 x M6 x 45mm 
  4 x M6 x 40mm
  4 x M6 x 35mm
  8 x Nut Cover (60068)
  4 x M6 S/S Nyloc Nut (60072)
  12x 4.8x16 Rivet

Discontinued 
Mast Mount Foot
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SC12 Mast Mount Fixing Dimensions
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SC21 Mast Mount Fixing DimensionsM92722 Mast Mount Fixing Dimensions
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Mast Mount foot ComparisonMVG Neptulink Mast Mount (SC-MVG-01)
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No maximum.
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Mounts to horizontal &
vertical poles. 
25-76mm diameter

233 mm

MVG Neptulink V2 Pole Mount (SC-MVG-03)

200 deg opening

MVG Neptulink Roof Mount (SC-MVG-05)

 583 

 327 

 223 

 800 

 750 

 140 

 115 

 1
55

 

 180 

 2
25

 

 1
19

 

Satcom Mast Mounts

* indicates minimum mast width, no maximum
mast width exists.
** 50100 Adapter kit will be required for Z-Spars, 
Eurospars and Isomat masts
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Dual PowerTower®
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For M10 Fasteners

Dual PowerTower®  (DPT-60-SO3)
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For M10 Fasteners

Compact Dual PowerTower® - DPT-SR1/SR2-30 

25
5m

m
/1

0.
04

”

3” 404mm/15.91”

Radome platform 
5º down angle

669mm/26.34”

Strain Relief Insert - 18

200mm/7.9”

150mm/5.9”

20
0m

m
/7

.9
”

15
0m

m
/5

.9
”

Base Footprint

Stainless PowerTower®
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All SATPT-S’s are 25° aft leaning.

Satcom/TV PowerTower® - Stainless
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Aluminium PowerTower®
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*This product has been discontinued
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Aluminium PowerTower®  (APT-V-150-01)
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Aluminium PowerTower®  (APT-350-01)Aluminium PowerTower®  (APT-250-01)
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POWERTOWER®
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Light Bar  (APT-LB-01)

MAX
1.0kg

Hella
• NaviLED Pro
• 2984 Series

Aquasignal
• Series 40
• Series 25

Perko
• 0200 Series
• 0455 / 0466 Series

Lopolight
• Masthead (PE base 
supplied must be drilled)
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AB-T1

Compatibile with:
• APT-AB
• APT-F-AB
• APT-OA-AB
• APT-T2/T3
• DPT-45/65-AB
• APT-V-AB

AB-GPS

1” x 14 TPI thread

Compatibile with:
• APT-AB
• APT-F-AB
• APT-OA-AB
• APT-T2/T3
• DPT-45/65-AB
• APT-V-AB

25
.4m

m
 (1

.0”
)

ø18mm (0.71”)

AB-T3

1” x 14 TPI thread
1” x 14 TPI thread

285mm (11.2”)

26.4mm (1”)

24
2.5

m
m

 (9
.55

”)

Compatibile with:
• APT-AB
• APT-F-AB
• APT-OA-AB
• APT-T2/T3
• DPT-45/65-AB
• APT-V-AB

AB-LED360

ø5.5mm (0.2”)

25.6mm (1.00”)

360° LED Light
•12/24V universal voltage
• RINA and USa NMMA-typt-tested for boats up 
to 50m in compliance with Colreg 72
• 3NM visibility
• ABYC A-16

ø88mm (3.46”)

14
3.5

0m
m

 (5
.65

”)

Compatibile with:
• APT-AB
• APT-F-AB
• APT-OA-AB
• APT-T2/T3
• DPT-45/65-AB
• APT-V-AB

GPS Antenna Bar  (APT-GPS-01)

POWERTOWER®

31
7m

m
 (1

2.4
8”

)
262mm (10.31”)

ø32mm (1.26”)

ø18mm (0.71”)

1” x 14 TPI thread

MAX
1.0kg

(APT-LB-GPS2-01)

POWERTOWER®

33
0m

m
 (1

2.9
9”

)

262mm (10.31”)

ø32mm (1.26”)

1” x 14 TPI thread

50
2m

m
 (1

9.7
6”

)

ø88mm (3.46”)ø15mm (0.59”)

ø76.2mm (3”)

ø50mm (1.97”)

ø38mm (1.50”)

ø5.30mm (0.21”)

25
m

m
 (0

.98
”)

54
m

m
 (2

.13
”)

25
0m

m
 (9

.84
”)

6m
m

 (0
.24

”)

MAX
0.5kg

MAX
0.5kg

MAX
0.5kg

Hella
• NaviLED Pro
• 2984 Series

Aquasignal
• Series 40
• Series 25

Perko
• 0200 Series
• 0455 / 0466 Series

Lopolight
• Masthead (PE base 
supplied must be drilled)

All Composite PT’s are 30° aft leaning

Composite PowerTower®
 

4 x M8

A

C

C

D

D

B

Base Footprint

PT2001

PT2002

PT2004

PT2005

370/14.6

370/14.6

268/10.5

278/11

350/13.8

350/13.8

158/6.2

158/6.2

200/7.9

200/7.9

200/7.9

200/7.9

150/5.9

150/5.9

150/5.9

150/5.9

A
mm / inches

B
mm / inches

C
mm / inches

D
mm / inches

Base Footprint

Base Footprint

SC80SC30, SC35, SC45, SC45R & SC65

D CB

A

D CB

A

A
mm / inches

B
mm / inches

C
mm / inc7es

D
mm / inches

Satcom Antenna Mounts

SC35

SC45/45R

SC65

SC80

56/2.2

68/2.7

60/2.4

80/3.1

307/12.1

360/14.2

465/18.3

352/13.9

120/4.7

120/4.7

120/4.7

205/8.1 230/9.1

200/7.9

200/7.9

200/7.9

SC30 59/2.3 255/10.0 110/4.366/2.6

Base Footprint

SC91

A

D CB

SC91 83/3.3 480/18.9 205/8.1 230/9.1

SC30 Satcom Adapter Fixing Dimensions

10.0
255

8.5
0.33

6.
42

16
3

5.
68

14
4

6.42
163

5.68
144

2.60
66

2.
60

66
4.88

124

4.88124

2.
32

59

4.33
110

ALL SATCOM FIXING POSITIONS ARE NOT PRE DRILLED

MATERIAL: 8mm COMPOSITE GRP
FINISH: WHITE GEL COAT

SC35 Satcom Adapter Fixing Dimensions

12.1
307

8.5
0.33

5.
57

14
1.

5

9.17
233

4.72
120

4.
72

12
0 2.

20 56

7.87
200

ALL SATCOM FIXING POSITIONS ARE PRE DRILLED AS DIMENSIONED

MATERIAL: 8mm COMPOSITE GRP
FINISH: WHITE GEL COAT 

0.31
8.00

14.17
360

9.5
0.37

9.
02

22
9

9.02
229

4.72
120

4.
72

12
0 2.

68 68

7.87
200

ALL SATCOM FIXING POSITIONS ARE PRE DRILLED AS DIMENSIONED

MATERIAL: 8mm COMPOSITE GRP
FINISH: WHITE GEL COAT 

0.37
9.5

SC45 Satcom Adapter Fixing Dimensions

14.2
360

9.5
(Base Holes)

0.37

9.
02

22
9

9.02
229

4.72
120

4.
72

12
0 2.

87 73

7.87
200

STANDARD SC45 WITH ADDITIONAL POLYCARBONATE ADAPTER PLATE 
SPECIFICALLY FOR USE WITH RAYMARINE STV45 / INTELLIAN i4

ALL SATCOM FIXING POSITIONS ARE PRE DRILLED AS DIMENSIONED

MATERIAL: 8mm COMPOSITE GRP
FINISH: WHITE GEL COAT 

0.27
6.9

SC45R Satcom Adapter Fixing Dimensions

18.31

9.5
0.37

10
.0

25
4

10.0
254

4.72
120

4.
72

12
0 2.

36 60

7.87
200

OUTER SATCOM FIXING POSITIONS ARE PRE DRILLED AS DIMENSIONED
MIDDLE & INNER SATCOM FIXING POSITIONS ARE MARKED READY TO DRILL

MATERIAL: 8mm COMPOSITE GRP
FINISH: WHITE GEL COAT 

0.49
12.5

SC65 Satcom Adapter Fixing Dimensions

10.67
268.7

12.0
304.8

10
.6

7
26

8.
7

12
.0

30
4.

8

465
14.5
370

11.0
0.43

8.
07

20
5

5.71
145

5.
71

14
5

3.
14 80

9.01
230

ALL SATCOM FIXING POSITIONS ARE PRE DRILLED AS DIMENSIONED

MATERIAL: 5mm STAINLESS STEEL 316
FINISH: POLISHED 

0.43
11.0

SC80 Satcom Adapter Fixing Dimensions
8.

46
21

5

8.07
205

8.46
215

18.9
480

10.0
0.39

9.
02

22
9

8.46215

3.
46 88

9.84
250

ALL SATCOM FIXING POSITIONS ARE PRE DRILLED AS DIMENSIONED

MATERIAL: 8mm STAINLESS STEEL 316
FINISH: POLISHED 

0.63
16.0

9.
76

24
8

SC91 Satcom Adapter Fixing Dimensions

9.02
229

9.76
248

11.9
303

11
.9

30
3

0.39
10.0

12.5
0.49

SC2 Pole Mount

Through-deck pole system  SC2-3/4 Deck mounted pole system SC2-1

19005 GRP base

19002 Deck Collars

19002 Deck Collars

4“ Pole
3 & 4M lengths
available

Ø 230mm/9.06”
Ø 196mm/7.72”Ø 11 slot

45˚

Ø 265mm/10.43”

120mm/4.72”

12
0m

m
/4

.7
2”

4 x M9

Ø 193/7.59

Top plate Top plate

SC2 Pole base

4“ Pole
1M MAX

(Min 0.6M
below deck)
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EXT - GPS

EXT - LED

EXT - LIGHT
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Nav Light Mounts, GPS / VHF Antenna Mounts & Extensions

43
1m

m
/1

7”

462mm/18.2”

SC110 SC113

41
0m

m
/1

6.
1”

462mm/18.2”

GPS/VHF Antenna Mounts

Nav Light Mounts

SC111

31
8m

m
/1

2.
5”

462mm/18.2”

I“ x 14 TPI

SC112

31
8m

m
/1

2.
5”

462mm/18.2”

I“ x 14 TPI

I“ x 14 TPI I“ x 14 TPI I“ x 14 TPI

(F
its

 o
nt

o 
SC

11
1 

/ S
C1

12
 

ex
te

nd
s 

SC
11

0 
na

v 
lig

ht
 h

ei
gh

t b
y 

40
0m

m
/1

5”
) 

Co
m

es
 p

re
�t

te
d 

w
ith

 H
el

la
 N

AV
IL

ED
®3

60
 a

ll 
ro

un
d 

w
hi

te
 li

gh
t

Comes with an
integrated
Hella NAVILED® 360 
all round white light

Backstay wire

Mounting pole

(Supplied in 2 x 1.3M
lengths with a
joiner piece)

Additional mounting 
pole extensions available:
0.65M and 1.3M lengths 

Chainplate adapterDeck mounted

Approx Dome O�set
240mm (9.4”)

20 - 50mm (0.8” - 2.0”)

2600m
m

/102.4”

43.5mm (1.5”)

30
m

m
 (1

.2
”)

2 x ø8mm

BASE 
DETAIL

Self Levelling Radar Mount - Backstay - LMB F1/2  

Radar Scanner

240m
m

 (9.4”)

12.5mm (0.5”)

Transom/Chainplate mounted

Radar Scanner

Approx Dome O�set
145mm (5.7”)

20 - 50mm (0.8” - 2.0”)

240m
m

 (9.4”)

112 - 148mm (4.4” - 5.8”)

55mm (2.2”)

Backstay wire

Mounting pole

(Supplied in 2 x 1.3M
lengths with a
joiner piece)

Additional mounting 
pole extensions available:
0.65M and 1.3M lengths 

Chainplate adapter
Deck mounted

20 - 50mm (0.8” - 2.0”)

43.5mm (1.5”)

30
m

m
 (1

.2
”)

2 x ø8mm

BASE 
DETAIL

240m
m

 (9.4”)

12
.5

m
m

 (0
.5

”)

Transom/Chainplate mounted

240m
m

 (9.4”)

7“ Helm Podd Arm mount7“ Helm Pod Arm Mount

Radar ScannerRadar Scanner

20 - 50mm (0.8” - 2.0”)

2600m
m

 (8’6”)

Forward

112 - 148mm (4.4” - 5.8”)

55mm (2.2”)

* indicates minimum mast width, no maximum
mast width exists.
** 50100 Adapter kit will be required for Z-Spars, Eurospars 
and Isomat masts

Self Levelling Radar Mount - Mast - LMM 1/2

50
6m

m
 (1

9.
9”

)

Plate “1”

Plate “2”

95
m

m
 (3

.7
”)

*MIN. 65mm (2.6”)

23
3m

m
 (9

.1
7”

)

141.5mm (5.57”)

16
0m

m
 (6

.3
0”

)

14
1.

5m
m

 (5
.5

7”
)

160mm (6.30”)

141.5mm (5.57”)

646.5mm (25.5”)

I“ x 14 TPI

GPS / VHF Antenna Mount for Self Levelling Radar Mounts - LMB-GPSMast Mount Adapter Kit - 50100
15

0m
m

/5
.9

”

11
0m

m
/4

.3
”

53mm
2.1”

Mast adapter kit
(*required for adapting all mast mounts to 
Z-Spars, Eurospars and Isomat masts)

SC29 - Radar Guard 

233mm 
(9.17”)

141.50mm (5.57”)

82mm (3.22”)

183.25mm (7.21”)

ø608mm (23.93”)

For Mast Mounts:  SC21
   M92722
   M92698 

ø585mm (23”)

SC28 - Radar Guard 

For Mast Mount:  SC21
   M92722
   M92698 

107mm (4.21”)

ø698mm (27.48”)

141.50mm (5.57”)

197mm (7.75”)

214mm
(8.42”)

233mm 
(9.17”)

170mm (6.69”)

ø675mm (26.5”)

SC27 - Radar Guard 

 

For Mast Mount:  SC21
   M92722
   M92698 

ø568mm (22.36”)

97mm (3.8”)

181.65mm (7.15”)
170mm (6.69”)

233mm
(9.17”)

214mm 
(8.42”)

129.85mm (5.11”)

141.50mm (5.57”)

ø546mm (21.5”)

 

SC25 - Radar Guard 

For Mast Mount:  SC12
 

ø501.50mm (19.72”)

160mm (6.29”)

140mm (5.51”)

93mm (3.66”)

142.65mm (5.61”)

ø482.50mm (19”)

SC24 - Radar Guard  

For Mast Mount:  SC12
   SC18
 

84.5mm (3.33”)

ø426mm (16.77”)

160mm (6.29”)

140mm (5.51”)

106mm (4.17”)

ø408mm (16”)

Radar Guards 

A

B

SC25

SC26

SC27

SC28

93/3.7

97/3.8

97/3.8

107/4.2

502/19.8

SC24 85/3.4 414/16.3

739/29.1

522/20.6

698/27.5

A
mm / inches

B
mm / inches

SC29 85/3.4 592/23.5

Cable Conduit

Max cable
Ø17mm/0.67” 

31.7mm/1.25”

22
.5

m
m

/0
.8

8”

17mm/0.67”

19
.2

3m
m

/0
.7

6”

Max cable
Ø14mm/0.55” 

SC66

SC33

Lifting Crane - SC120

40
0m

m
/1

5.
7”

687mm/27”

79
1m

m
/3

1.
1”

Maximum working load of
35kg/66lb

(supplied with 4:1 lifting tackle)  

45
0m

m
/1

5.
7”

SC100 and selectunt (76.2mm/3”)
SC2 pole mount   (101.6mm/4”)

Clamps - 3”/76.2mm & 4”/101.6mm

Deck Flood Light - SC117 

160mm/6.3”101mm/4”

55W halogen

12
2m

m
/4

.8
”

SC100 pole mount (76.2mm/3”)
or SC2 pole mount (101.6/4”)

Adjustable Base Wedge for Satcom Mount - SC50

200mm/7.9”

0 - 12°

Use with SC35, SC45/45R and SC65 only

0 - 12°

4° Base Wedge for PowerTower®

A

A

B

PT3010*

SPT2010**

205/8.07

158/6.22

4°

4°

A
mm / inches

B
mm / inches

*Fits Composite and Aluminium PowerTower®
**Fits Stainless PowerTower® excluding SPT1004 and SPT1005

4° Wedge for Direct Open Array Mount - WD-OPNARY-01

200mm (7.87”)

140mm (5.51”)

20
0m

m
 (7

.8
7”

)

15
0m

m
 (5

.9
1”

)

24
6m

m
 (9

.6
9”

)

246mm (9.69”)

4°27m (1.06”)
10mm (0.39”)

4° Wedge for Direct Radar Mount - WD-RAD-01

234mm (9.21”)

4°

214mm (8.42”)

214mm (8.43”)

160mm (6.30”)

136mm (5.35”)

16
0m

m
 (6

.3
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)

13
6m
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 (5
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)
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 (4
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)
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m
 (5
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)

17
0m

m
 (6

.6
9”

)

26m (1.02”)
10mm (0.39”)

282mm (11.10”)

23
1m

m
 (9

.0
9”

)

29
6m

m
/1

1.
6”

47
6m

m
/1

8.
7”

72
7m

m
/2

8.
6”

558mm/22”

48
m

m
1.

89
”

32
5m

m
/1

2.
8”

Gantry Mount for PowerTower® - SC118

Hella Marine Navigation lights
2984 series & NaviLED®PRO

GPS / VHF/Navtex 
attachment

Fits the following PowerTowers® only:
 APT-150-01 
APT-250-01
APT-350-01

SPT1001
SPT1002

(I“ x 14 TPI)

Jabsco Searchlight:
61050 - 1224

APT-F-150-01 
APT-F-250-01

APT-V-150-01 
APT-V-300-01 
APT-V-450-01

Gantry Mount for Dual PowerTower® - SC114-60

Fits the following:
Perko 100/200, Aqua Signal 25 & 40 
series lights, Hella 2984 series and Hella 
NaviLED Pro series (using NaviLED 360 
surface mount).

548mm/21.5.0”

39
8m

m
/1

5.
6”

59
m

m
/2

.3
”

10
52

m
m

/4
1.

5”

Fits the following Dual PowerTower plates only:
DPT-S-PLATE-03 Satcom Plate 3 for 60cm domes

Fits all Dual Powertower Struts:
DPT-R
DPT-OA
DPT-R-COMP.

Also compatible with Aluminium, Stainless and 
Satcom/tv PowerTower® when installed with a 60cm 
satcom (excl. Fleet 33 & 55).

Gantry Mount for Dual PowerTower® - SC114-40

79
2m

m
/3

1.
2”

48
m

m
/1

.9
”

432mm/17.0”

31
9m

m
/1

2.
6”

Fits the following:
Perko 100/200, Aqua Signal 25 & 40 
series lights, Hella 2984 series and Hella 
NaviLED Pro series (using NaviLED 360 
surface mount).

Fits the following Dual PowerTower plates only:
DPT-S-PLATE-02 Satcom Plate 2 for 45cm domes

Fits all Dual Powertower Struts:
DPT-R
DPT-OA
DPT-R-COMP.

Also compatible with Aluminium, Stainless and 
Satcom/tv PowerTower® when installed with 30cm & 
40cm satcom (excl. Fleet 33 & 55).

Satcom PowerTower®

B

C

C

Base Footprint

A

SATPT-30

SATPT-40

SATPT-60

300/11.8  200/7.8

200/7.8

 250/9.8 145/5.7

120/4.7

120/4.7

A
mm / inches

B
mm / inches

C
mm / inches

All SATPT’S are vertical with an oval stem

300/11.8

300/11.8

Radar 
Scanner

Self Levelling Radar Mount - Pole - LMP 1/2

25
80

m
m

 / 
10

2”

3“ x 2.5M Pole

1200mm Strut
(as standard) 

600mm, 900mm 
and 1800mm also 
available

Rail stand o�

3“ clamp

60mm/2.36”

83
m

m
/3

.”

3 x M8 Adjustable base

Adjustable base

Deck pad eye

47.6mm/1.87”

64
m

m
/2

.5
2”4 x M6

Deck pad eye

Max 
164mm/6.4”

To �t 25mm/1” rail
(as standard)

32mm/1.25” rail
clamps also 
available

cover strip

3“ Pole

Approx. Dome O�set   150mm / 5.9”

23
6m

m
 / 

9.
3”88

m
m

 / 
3.

46
”

Radar Scanner

3“ x 2.5M Pole

1800mm Strut 

Adjustable base

Deck pad eye

47.6mm/1.87”

64
m

m
/2

.5
2”4 x M6

Deck pad eye

60mm/2.36”

83
m

m
/3

.2
7”

3 x M8 Adjustable base

Dual Self Levelling Pole Mount - DLMP 1/2 - 30/30F

25
35

 m
m

/1
00

”

ap
pr

ox
. 1

92
9 m

m
/7

6” 

approx. 864 mm/34” 

cover strip

3“ Pole

Radar Scanner

3“ x 2.5M Pole

1800mm Strut 

Deck pad eye

47.6mm/1.87”

64
m

m
/2

.5
2”4 x M6

Deck pad eye

60mm/2.36”

83
m

m
/3

.2
7”

3 x M8 Adjustable base

Dual Self Levelling Pole Mount - DLMP 1/2 - 45/45R

Approx. 864 mm/34” 

cover strip

3“ Pole
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Adjustable base
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Tapered Radar Mast - PTM-R1/R2 

4 x M8

291mm/11.5”
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150mm (5.91”)

GPS / VHF/Navtex 
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(I“ x 14 TPI)137.5mm 
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Ø100mm/3.94”

Ø122mm/4.8”

Ø79mm/3.1”

All large holes & slots Ø6.2mm/0.25”
Positioned either fore/aft/athwartships,
or 120° separation as shown.

Ø5mm/0.2” positioned with
120° separation as shown

Ø150mm/5.7”

Tapered Radar & Satcom Mast - PTM-R1/R2-S40 

4 x M8

291mm/11.5”
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Ø122mm/4.8”

Ø79mm/3.1”

All large holes & slots Ø6.2mm/0.25”
Positioned either fore/aft/athwartships,
or 120° separation as shown.

Ø5mm/0.2” positioned with
120° separation as shown

Ø150mm/5.7”

Satcom Mount �xing positions

Searchlight platform �xing positions
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Carbon Mast Pod - SPM-MAXI-C 
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Junction Boxes - SP-8-5 - SP-8-10 
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SB-8-10

SB-8-5

Max Cable Ø
  mm/inch

Current RatedVoltage RatedWire Gauge
Ga./mm

No. of 
Connections

Click

SB-8-5

1

2

3

SB-8-10

IP67

IP67 Upgrade
     SB-2G

IP66

5

10

32A

20A

400V

600V

16/1.5 -  
11/412/0.5

12/0.5 28/0.08 -
12/3.3

Fixing positions

Side

Top

RA-01  -  1” Rail Clamp

I“ x 14 TPI

Fits ø25mm or ø1”

51mm (2.01”)50mm (1.97”)
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50mm / 1.95” - Open
41mm / 1.6” - Fully Tightened

Max 34mm / 1.3” - 35mm / 1.38“ Bulkhead
Min 21.5mm / 0.85” - 10mm / 0.4” Bulkhead

Liner Seal Only

Strain Relief Insert - 1 Strain Relief Insert - 2

Ø30 - 38mm / 1.2 - 1.5” Ø20 - 30mm / 0.8 - 1.2” Ø10 - 20mm / 0.4 - 0.8” Up to 10 x cables Ø 5mm (0.2") - Ø 7mm (0.28")

TBH-10

Up to 4 x cables Ø 7mm (0.28") - Ø 15mm (0.6")

TBH-4

Through Bulkhead Cable Seal - TBH-4 & TBH-10 

- Dimensions shown represent compression range.  Use this as a guide and select best �t for cable loom diameter.

Bulkhead Thickness
Max - 35mm / 1.38”
Min - 10mm / 0.4”

Rok-Lok Rail Mount

R M
IN

 82mm 

(3.23”) 

Mounting plate 
orientation options

Ø25 - 33.7mm

(1” - 1.33”)

Rokk Adjustable Rail Mount
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Product shown with RL-502 top plate

Rokk Adjustable Deck Mount

55mm (2.17”)
38mm (1.50”)
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Ø

*assuming product is installed in a dynamic environment where accelerations of up to 3g will be experienced. 
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3Kg*
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Product shown with RL-502 top plate
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RL-504

RL-502

RL-501
RL-503

Ø 48mm (1.89”)

Rokk Mounting Plates  (501-504)

Ø 5.2mm (0.20”)

90.70mm (3.57”)
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Rokk Mounting Plates  (505-507)
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ROKK Mounting Plates  (515-517)
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ROKK Mounting Plates  (518-520)
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M6 x 1.0 Thread
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68m
m

 (2.67”)6.5mm 

(0.26”)Ø

1/4” 20 UNC Thread

13mm Spanner Requried
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ROKK Charge Cables  (CBL-LU-2000 / CBL-LU-600 / CBL-MU-2000 / CBL-MU-600)

2000mm (6.5ft)

Apple Lightning Connector
MFi Approved C48 Chip
2.4A Sync and Charge

USB Type A 
Male Connector

USB Type A 
Male Connector

USB Type A 
Male Connector

USB Type A 
Male Connector

Apple Lightning Connector
MFi Approved C48 Chip
2.4A Sync and Charge

USB Type B Micro
Male Connector
2.4A Sync and Charge

USB Type B Micro
Male Connector
2.4A Sync and Charge

CBL-LU-2000m

600mm (2ft)

CBL-LU-600mm 

2000mm (6.5ft)

CBL-MU-2000mm 

600mm (2ft)

CBL-MU-600mm 

Ø

HS-01  Un-Powered Hinge System
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*assuming product is installed in a dynamic environment where accelerations of up to 3g will be experienced. 
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Adjustable Mount for Railblaza Starport (order top plate separately)


