
Max      170mm (6.7”)

Min     142mm (5.6”)
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BASE PLATE

Tapered Mast for Radar and Starlink  - PTM-R2-SL

See Pg. 2
Flir M100/200 series camera plate
Supplied 

 

See Pg. 2
Mounting plate  

(I“ x 14 TPI)
GPS / VHF/Navtex  attachment
Small and medium antenna only,
Max weight 1.5Kg per wing

Ø10 (0.39”) x 4 
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513.5mm (20.22”)

1153.5mm (42.41”)

Max 581mm (22.9”)
Min 518mm (20.4”) 133mm (5.24”)

Plate Travel 
Min 210mm (8.3”) plate ctr
Max 330mm (12”) plate ctr

446mm (17.56”)
393.2mm (15.48”)

66.8mm (2.63”)

187mm (7.3”)

Starlink Flat High Performance
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 Flir M100/200 series camera plate

STARLINK MOUNTING WEDGE
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300.0mm (11.81”)

Ø122mm (4.8”)
3x Ø6.5mm 120° spacing 
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Ø6.6mm (0.26”) 

Ø 79mm (3.1”)
3x Ø 5mm 120° spacing 

Ø100mm (3.94”)
6x Ø6.5mm (0.25”) 60° spacing
or 
3x Ø6.5mm (0.25”)120° spacing 
for either fore/aft/athwartships

Max     70mm (2.75”) 
Ø 6.5mm (0.25”) 

Min     62.85mm (2.5”) 
Ø 6.5mm (0.25”) 
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